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Nozzle, Diffuser, Drain and Tower Exterior

EQUIPMENT NECESSARY

e Clean 5 gallon bucket (1)

e Clean cloth towel (1)

« Safety goggles and rubber gloves

« CLEANING SOLUTION
Kay-5® Sanitizer/Cleaner: Chlorinated alkaline product is approved for use as a manual type
cleaner or for use as a chlorinating sanitizer. Kay-5® packets can be ordered through Coca-Cola
Parts (CCF P/N 25823) in two 1 oz. packets. When mixed with 5 gallons of water, it will deliver
the appropriate cleaner concentration.

CAUTION: Chlorinated detergents are corrosive. Wear rubber gloves and safety goggles while
performing all cleaning and sanitation procedures.

Note: If another chlorinated detergent is used other than Kay-5®, make certain that you check the in-
structions for proper dilution to produce a 100 PPM chlorinating sanitizer solution.

DO NOT USE BLEACH. Bleach is abrasive and harsh on the numerous plastic components in our
dispensing systems. We have confirmed that using a buffered chlorinated detergent and following
the prescribed procedures ensures optimum sanitation and maintenance of dispensing equip-
ment. This will limit sanitizer odor/off-taste carryover that could be perceived as a hazard to con-
sumers.

Recommended Daily Procedures

1. Prepare a sanitizing solution by adding two 1 oz. packets of Kay-5® to 5 gallons of potable water (not
greater than 100°F) in a clean 5 gallon bucket. This will produce a 100 PPM chlorine solution. Stir to
ensure Kay-5® crystals are completely dissolved.

2. Unplug or turn dispenser off at key lock.

3. Remove nozzle and place in sanitizing solution for 2 minutes. Scrub nozzle and diffuser with a brush
until any buildup is removed.

4. Remove nozzle from sanitizer solution. Allow nozzle and diffuser to air dry.

5. Remove cup rest and rinse in warm water.

6. Pour about 2 gallon of sanitizing solution down tower drain to help prevent drain clogs. Note: if not
equipped with a drain, remove drip tray and rinse with potable water.

7. Wipe outside of dispenser down with warm damp cloth (do not use sanitizer or any other cleaning
product on the user activation panel).

8. Reinstall nozzle onto diffuser.

9. Reinstall cup rest and drip tray.

10. Plug dispenser in or tumn key lock on.

11. Dispense a beverage to confirm operation.
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If you have any questions or problems, please call Coca-Cola at
1-800-318-COKE (2653) and ask for help from
myCokeTech - Phone Fix and Video Chat.



